NivuLog
Portable, Ex-protected data logger and data transmitter

with integrated GPRS module for detection and transmission

of up to 2 analog or digital signals

Equipped with rugged protective rubber shell, can be replaced 

without additional tools

Suitable for permanent use in dirty and wet conditions

and in Ex areas zone 1

Extremely long system lifetime thanks to integrated 

Micropower system

Inputs free programmable as current or digital inputs, 

day counter or interval counter
Each individual channel can be programmed freely, alarm function
Recording and transmission intervals of each individual 
channel can be modified by trigger signals 
Online mode for verification of transmitting power under

operating conditions

Operating voltage:
4.1 V via plug-in rechargeable battery pack

Enclosure:
Plastic

Protective shell:
rubber

Protection:
IP 67

Ex-Approval:
Zone 1

Modem:
GSM/GPRS quad band

Inputs:
2 multi inputs, 0/4 – 20 mA 

0/4 V DC, self-powered
Internal memory:
440 000 measuring cycles

Storing interval:
starting at 1 minute

Transmission

interval:
starting at 10 minutes

Lifetime:
up to 3 years

Trigger function:
immediately at warning, alarm and


threshold overstepping

Antenna:
Lambda ½

Transmitted values:
2 measurement channels, device condition, 
GSM level, supply voltage,
device temperature
Version:
NivuLog 2 Ex, 

Incl. magnet for device initialisation, USB cable and service kit

Deliver, install ready to use and program

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Plug-in rechargeable battery pack for portable, Ex-protected

data loggers and transmitters Type NivuLog 2 Ex and portable, 

Ex-protected flow meters Type NivuLog PCM Ex

Consisting of Lithium-Ion cells with protective circuit,

deep discharge protection and fuse board

Nominal voltage: 
4.1 V

Capacity:
19.2 Ah

Ex-Approval:
Zone 1
Version:
NLM0 AP42 4DA
Deliver and install ready to use.

Type:............................

Make:.....................

Qty.:  1 Stk.
UP: ..................





TP: ....................

Portable data logger and data transmitter

with integrated GPRS module for detection and transmission

of PCM Pro measurement data

Equipped with rugged protective rubber shell, can be replaced 

without additional tools

Suitable for permanent use in dirty and wet conditions

and in Ex areas zone 1

Extremely long system lifetime thanks to integrated 

Micropower system

Inputs free programmable as current or digital inputs, 

day counter or interval counter

Each individual channel can be programmed freely, alarm function

Recording and transmission intervals of each individual 
channel can be modified by trigger signals 

Online mode for verification of transmitting power under

operating conditions

Operating voltage:
3.7 V via plug-in rechargeable battery pack

Enclosure:
Plastic

Protective shell:
rubber

Protection:
IP 67

Ex-Approval:
Zone 1

Modem:
GSM/GPRS quad band

Inputs:
4 multi inputs, 0/4 – 20 mA 


0/4 V DC, self-powered


1 x counter channel


1 x interval counter

Internal memory:
440 000 measuring cycles

Storing interval:
starting at 1 minute

Transmission

interval:
starting at 10 minutes

Lifetime:
up to 3 years

Trigger function:
immediately at warning, alarm and


threshold overstepping

Antenna:
Lambda ½

Transmitted values:
4 measurement channels, device condition ,
GSM level, supply voltage, device temperature 

Version:
NivuLog 4
Incl. activated SIM card,  magnet for device initialisation, 
USB cable and service kit

Deliver, install ready to use and program
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................


Plug-in rechargeable battery pack for portable

data loggers and transmitters Type NivuLog 

Consisting of Lithium-Ion cells with protective circuit,

deep discharge protection and fuse board

Nominal voltage: 
3.7 V

Capacity:
17.5 Ah

Version:
NLM0 AP42 4D
Deliver and install ready to use.

Type:............................

Make:.....................

Qty.:  1 Stk.
UP: ..................





TP: ....................

Battery charger with pre-configured plug for rechargeable battery packs

Types NLM0 AP42 4DA and AP42 4D

Protection:
IP 40

Primary:
100-240 V AC, 50/60 Hz

Secondary:
4,1 V DC

Version:
NLM0 LAD4 24

Deliver

Type:............................

Make:.....................

Qty.:  1 Stk.
UP: ..................





TP: ....................

SIM card, suitable for use with NivuLog PCM Ex

Universal, pre-configured data card for transmission of

measurement data and error messages

No basic fees (no costs will be charged in case of 

paused data transmission).

Immediate start-up of data logger and transmitter 

without the need for additional programming

through pre-set provider settings on card

Automatic, free login with the most powerful GSM net 

available on site

Redundant in case of GSM service failure

No fees will be charged if the units are not in use

Card purchase and activation via NIVUS

Billing via external provider

Version:
NLM0 SIM KARTE

Deliver, install in unit ready to use and 

put into operation

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

alternative to above SIM card if using

customer data cards:

Unit license

One-off feel per unit of  NivuLog device group

when using customer SIM cards.

Version:
NLM0 LIZENZ 01
Deliver and activate unit in data portal

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Permanent data logger and data transmitter

with integrated GPRS module for detection and transmission

of up to 4 analog or digital signals

Extremely long system lifetime thanks to integrated 

Micropower system

Inputs free programmable as current, voltage 

or digital​ inputs, day, interval or frequency
counter
Each individual channel can be programmed freely, alarm function

Recording and transmission intervals of each individual 
channel can be modified by trigger signals 

Adjustable trigger for online operation
Online mode for verification of transmitting power under

operating conditions

Wake-up mode for real time viewing of current readings
Built-in pressure compensation element for direct connection 

of  hydrostatic probes to the unit
Weld-in SIM-card, corrosion-proof with high contact safety
(not for version >K<)

Operating voltage:
3.7 V via plug-in rechargeable battery pack

Enclosure:
Plastic

Protective shell:
rubber

Protection:
IP 67

Ex-Approval:
Zone 1

Modem:
GSM/GPRS quad band

Inputs:
4 multi inputs, 0/4 – 20 mA 


0/4 V DC, self-powered


0 – 2 V or 0 – 10 V


day counter and interval counter
Outputs:
1x digital

Sensor supply:
15 V or


24 V (Type EASY V24)

Internal memory:
50 000 measurement cycles
Storage interval:
starting at 1 minute

Transmission
cyclic starting at 10 minutes or
interval:
permanent online
Lifetime:
up to 2 years
Trigger function:
immediately at warning, alarm and


threshold overshooting
Antenna:
Lambda ½

Transmitted values:
4 measurement channels, device condition ,
GSM level, supply voltage, device temperature 

Manual read-out:
direct data read-out via 

USB connection for devices 
version >K<

Versions:
NivuLog Easy

NivuLog Easy K (for use with
customer SIM cards)


NivuLog Easy V24


NivuLog Easy V24 K (for use with

customer SIM cards)

Incl. magnet for device initialisation

Deliver, install ready to use and program

Device version >K< incl. accompanying device license  
Deliver
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................






TP: ....................

Adapter for NivuLog EASY and NivuLog EASY V24
for direct data read-out via USB connection
Version:
NLM0 SIM USB

Incl. suitable USB cable

Deliver and install ready to use in NivuLog Easy
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................






TP: ....................

Rechargeable battery pack for permanent data logger and  
transmitter Type NivuLog Easy
Consisting of Lithium-Ion cells with protective circuit,

deep discharge protection and fuse board

Nominal voltage: 
3.75 V

Capacity:
13.6 Ah

Version:
NLM0 AP41 3D+  
Deliver and install ready to use

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................






TP: ....................

Battery charger with pre-configured plug for 

NivuLog Easy battery pack

Protection:
IP 40

Primary:
100-240 V AC, 50/60 Hz

Secondary:
4.1 V DC
Version:
NLM0 LAD4 13D+

Deliver
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................






TP: ....................

SIM card, suitable for use with devices Type 

NivuLog EASY and NivuLog Easy V24
Universal, pre-configured data card for transmission of

measurement data and error messages

No basic fees (no costs will be charged in case of 

paused data transmission).

Immediate start-up of data logger and transmitter 

without the need for additional programming

through pre-set provider settings on card

Automatic, free login with the most powerful GSM net 

available on site

Redundant in case of GSM service failure

No fees will be charged if the units are not in use

Card purchase and activation via NIVUS

Billing via external provider

Version:
NLM0 SIM KARTE

Deliver, install in unit ready to use and 

put into operation

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Accessories
Mountig bracket for NivuLog 2 EX, NivuLog 4

and NivuLog PCM Ex

Suitable for easy clamping of data loggers 

Material:
stainless steel

Version:
NLM0 HALW

Deliver and install incl. all required corrosion-proof

installation materials

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Mounting bracket for NivuLog Easy for permanent wall 
installation of data logger
Material:
stainless steel
Version:
NLM0 HAL EASY
Deliver and install incl. all required corrosion-proof

installation materials

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Flexible rod antenna with threaded connection, suitable for

NivuLog 2 Ex, NivuLog 4, NivuLog PCM Ex and

NivuLog Easy

Frequency:
900 MHz band (820 - 960 MHz)

Version
NLM0 ANT9 00 FME

Deliver and install on data logger

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: .................... 

Antenna extension

Suitable for flexible rod antenna

Cable length:
5 m

Version:
NLM0 ANTV ER05

Deliver

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: .................... 

Device sets
NivuLog Easy Set

consisting of:

- 1x data logger NivuLog Easy

- 1x rechargeable battery pack Type NLM0 AP41 3D

- 1x battery charger Type NLM0 LAD4 13D+

- 1x rod antenna Type NLM0 ANT 900 FME

- 1x mounting bracket Type NLM0 HALW

Versions:
NLM0 EASY SET


NLM0 EASY SET K (for use with
customer SIM cards)

Deliver, install ready to use and program

Device version >K< incl. accompanying device license 
Type:............................

Make:.....................

Qty.:  1 Set
UP: ..................





TP: ....................

NivuLog Easy Set, 24 V-sensor power version,

consisting of:

- 1x data logger NivuLog Easy V24

- 1x rechargeable battery pack Type NLM0 AP41 3D

- 1x battery charger Type NLM0 LAD4 13D+

- 1x rod antenna Type NLM0 ANT 900 FME
- 1x mounting bracket Type NLM0 HALW

Versions:
NLM0 EASY SET V24


NLM0 EASY SET V24 K
(for use with customer SIM cards)

Deliver, install ready to use and program

Device version >K< incl. accompanying device license 
Type:............................

Make:.....................

Qty.:  1 Set
UP: ..................





TP: ....................

NivuLog 2 Ex Set, consisting of:

- 1x data logger NivuLog 2 Ex
- 1x rechargeable battery pack Type NLM0 AP42 4DA
- 1x battery charger Type NLM0 LAD4 24D
- 1x rod antenna Type NLM0 ANT 900 FME

- 1x antenna extension Type NLM0 ANTV ER05

Version:
NLM0 2EX SET

NLM0 2EX SET K 
(for use with customer SIM cards)

Deliver, install ready to use and program

Device version >K< incl. accompanying device license 

liefern

Type:............................

Make:.....................

Qty.:  1 Set
UP: ..................





TP: ....................

NivuLog 4 Set, consisting of:

- 1x data logger NivuLog 4

- 1x rechargeable battery pack Type NLM0 AP42 4D

- 1x battery charger Type NLM0 LAD4 24

- 1x rod antenna Type NLM0 ANT 900 FME

- 1x antenna extension Type NLM0 ANTV ER05

Version:
NLM0 4SET


NLM0 4SET K
(for use with customer SIM cards)

Deliver, install ready to use and program

Device version >K< incl. accompanying device license 
Type:............................

Make:.....................

Qty.:  1 Set
UP: ..................





TP: ....................

SIM card, suitable for use with device Type NivuLog

Universal, pre-configured data card for transmission of

measurement data and error messages

No basic fees (no costs will be charged in case of 

paused data transmission).

Immediate start-up of data logger and transmitter 

without the need for additional programming

through pre-set provider settings on card

Automatic, free login with the most powerful GSM net 

available on site

Redundant in case of GSM service failure

No fees will be charged if the units are not in use

Card purchase and activation via NIVUS

Billing via external provider

Version:
NLM0 SIM KARTE

Deliver, install in unit ready to use and 

put into operation

NivuLog Easy: card firmly installed in device
Deliver and put into operation
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Solar-powered measurement station

Solar-powered measurement station with built-in data 
module and long-life SIM chip for independent GSM 
transmission of signals and/or errors
Extremely robust, water-tight Aluminium die-cast enclosure 
solar cell vandal-proof thanks to armoured glass,
direct sensor connection, built-in buffer battery 
(Lithium-Ion cells with protective circuit,

deep discharge protection and fuse board)

and inconspicuous GSM dome antenna
Weld-in SIM-card, corrosion-proof with high contact safety

Inputs free programmable as current or digital inputs, 

day counter or interval counter

Each individual channel can be programmed freely, alarm function

Recording and transmission intervals of each individual 
channel can be modified by trigger signals 

Adjustable trigger for online mode
Online mode for verification of transmitting power under

operating conditions
Automatic real-time synchronisation via server

Very low power consumption of the entire system
Operating voltage:
4.1V

Battery capacity:
13.6 Ah

Enclosure:
Aluminium

Protection:
IP 68

Operating 

temperature:
- 30 °C to + 50 °C

Inputs:
4 multi inputs, 0/4 – 20 mA


0/4 V DC, self-powered

0 – 2 V or 0 – 10 V


day counter and interval counter
Sensor supply:
15 V or 24 V (version V24)

switchable
Internal memory:
50.000 measuring cycles
Transmission:
GPRS quad band
UTO ISO 7+
embedded SIM

Versions:
NivuLog Easy Sun


NivuLog Easy Sun K (for use with
customer SIM cards)


NivuLog Easy Sun V24


NivuLog Easy Sun V24 K
(for use with customer
SIM cards)

Deliver, install ready to use, set up, adjust position
on mast and program
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

SIM card, suitable for use with units Type 

NivuLog Easy Sun and NivuLog Easy Sun V24

Universal, pre-configured data card for transmission 
of readings and error messages
No basic fees (no costs will be charged in case of 

paused data transmission).

Immediate start-up of data logger and transmitter 

without the need for additional programming

through pre-set provider settings on card

Automatic, free login with the most powerful GSM net 

available on site

Redundant in case of GSM service failure

No fees will be charged if the units are not in use

Card purchase and activation via NIVUS

Billing via external provider

Version:
NLM0 SIM KARTE

Deliver installed in solar-powered unit and 

put into operation

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Mast holder set for fastening and adjustment of 

solar-powered measurement station on a mast
Very robust construction with adjustable inclination angle
Material:
stainless steel 1.4571

Material strength:
3 mm

Inclination angle:
adjustable from 20 – 45 degrees
Mast installation:
using pipe clamps with diameters
from 70 – 90 mm

Version:
ZUB0 MAST HALT 01

Deliver, install on mast with solar-powered measurement station 
ready to use and set up
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Software licence for web-based data logging system 

Data logging system with centralised data storage, integrated alarm functions, device communication and centralized configuration. 

The field units which contact the center from the outpost stations store data on measurements and status in a centralized data bank. All outpost stations may establish connection with the center simultaneously without generating a "busy" signal. The readings are stored using the recording cycles (real time) and can be viewed using a standard Internet browser. 

The http-server can be operated using any of the Internet browsers available on the market.
Terminal units can be integrated or exchanged easily using three simple functions (add, modify, delete). In case of replacement the new unit does not need to be configured newly, since the settings of the previous unit will be taken.

Alarm thresholds can be set to overshooting or undercutting with or without hysteresis separately for each determined data point. Up to 64 sources can be configured for each alerting plan where each source may use a user-defined text. Alerting can be set to >automatic acknowledgement< or >manual acknowledgement<. Alarms can be output either parallel or serial. The sequence of users contained in the alerting plan automatically determines prioritisation. 

Programmability can be implemented using an AWL EN 61131 instruction list. Values recorded may be included with alerting using warning and alarm thresholds.
Set-up and programming of system
Program licence with unlimited data volume, creating and set-up des of data logger in the system, module for remote setting of parameters and limit value module
Versions:
D2W FLAT 1-0101 (1 measurement unit, contract period 1 year)

D2W FLAT 1-0106 (1 measurement unit, contract period 6 years)

D2W FLAT 1-0501 (5 measurement units, contract period 1 year)

D2W FLAT 1-0506 (5 measurement units contract period 6 years)

D2W FLAT 1-1001 (10 measurement units, contract period 1 year)

D2W FLAT 1-1006 (10 measurement units, contract period 6 years)
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................
One-off creation and set-up of system architecture for 
new customer in Device2Web system 
Version:
D2W BENUTZER ID01
Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................

Online-commissioning of NivuLog measurement unit
after technical technical specifications have been provided by customer
Version:
SER0 INLM ONLINE

Type:............................

Make:.....................

Qty.:  1 pc.
UP: ..................





TP: ....................
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